
25 Watt Rack-Mount FM Repeater

    FREQUENCY RANGE: 146 – 174 MHz (VHF)
                                           440 – 470 MHz (UHF)
    32 CHANNELS SYNTHESIZED 
    POWER OUTPUT: 25 W  
    WIDE OR NARROW BANDWIDTH 
    PROGRAMMABLE PER CHANNEL 
    PLL STEP SIZES: 2.5/5.0/6.25 kHz
    LOW LEVEL AND HIGH LEVEL ENCRYPTION  
    OPTIONS 
    8 cm SQUARE COOLING FAN WITH    
    "MALFUNCTION" SENSOR OUTPUT 
     CTCSS REVERSE BURST WITH  
    PROGRAMMABLE LENGTH 
    MULTI-TONE DECODE 
    5-STEP COMMAND SEQUENCE FOR STARTUP, 
    POWER SOURCE: MAIN TO SUB, AND SUB TO MAIN 
    CW ID AND CW MESSAGES SELECTED BY TRIGGER 
    COAXIAL RELAY DRIVERS FOR SINGLE 
     ANTENNA OPERATION; ALSO TX ATTENUATOR 
    PROGRAMMED MESSAGE BANKS FOR   
    MAINTENANCE LOGS OR ANY OTHER FREE TEXT 
    REPEATER OCCUPATION SETTINGS TO HOLD  
    THE LAST TONE CODE (PRESET TIMER) 
    AUDIO VOICE COMPANDING BUILT IN 
    CHANNEL SCANNING WITH PRIORITY CHANNEL 
    AUTOMATIC DC BACKUP SWITCHING WITH ALERT 

VXR-9000E SERIES 


